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The ASD-PBK is designed to fit any standard metal or plastic barrel that has a 

2” NPT bung on the barrel top. For proper operation, the barrel suction tube 

should be approximately 1” from the bottom of the barrel with the suction 

adaptor completely screwed into the bung. 

 

In the above application, we have mounted the ASD-PBK on a 5X10 trailer for 

easy transport but it can be used directly on the ground or in a pickup de-

pending on your particular application. You should keep in mind that seal-

coat sealer can weigh as much as 12 LBS per gallon and combined with the 

weight of the spray system and barrel, the total weight could be as much as 

775 LBS. You should make sure that the barrel is secured if your transporting 

it with a trailer or truck and understand the weight limitations of your vehi-

cle. 

 

 



Remove the pump from it’s box and prepare it by adding the proper amount of engine 

oil and gasoline. You will not be using the accessory parts shipped in the plastic bag. 

These parts include the two large plastic nuts and the cone strainer. 

You may need to rotate your discharge housing if the pump cage will not allow you to as-

semble the spray hose plumbing. Unbolt the housing and rotate it to allow the plumbing 

to fit as shown in the below diagram. 



Looking at the image below, first screw the barrel suction adaptor into barrel securely, 

do not over-tighten it. You may need to vent your barrel if the barrel only has a single 

bung on top, in most cases the barrel will have a second bung, and possibly a small 

vent. Venting will eliminate the system from air locking. 

. 

After the adaptor is installed, attach 

both hoses as shown making sure the 

cam locks are completely closed 

 

Assemble the pump compo-

nents as shown in the picture to 

the right. Use Teflon tape on all 

threads and be careful not to 

cross thread plastic parts or over 

tighten plastic parts. 

Note the position of the dis-

charge port as explained in the 

previous page, we have rotated 

it one position clockwise allow-

ing for easy plumbing assembly. 

IMPORTANT!!! 

Never run pump dry, this will 

damage the shaft seal 

 



Hook up the hoses to your pump as shown above, making sure to lock the cam locks 

on the couplers. Remove the prime plug as shown below and fill the pump with water 

until all air stops coming from the pump housing. Replace the cap. 



The ASD-PBK is easy to operate by simply adjusting the two valves on the pump. Open 

the large recirculation valve and close the spray hose valve and start the pump/engine 

making sure the pump is recirculating liquid into the barrel. If it is not recirculating liq-

uid, immediately shut down the pump and re-prime and repeat this process until your 

sure that the pump is recirculating liquid in the barrel. 

Sealer agitation is very important and allowing your sealer to recirculate for several 

minutes prior to spraying will ensure that your sealer is properly mixed. To begin 

spraying, close the valve on your spray wand and open the spray hose valve. Then 

slowly begin closing the large recirculation valve until it is about 1/2 closed. Open 

your spray hose valve and wand valve and begin spraying sealer. 

 

IMPORTANT!! NEVER CLOSE THE LARGE RECIRULATION VALVE COMPLETLY, THIS 

WILL RESULT IN PUMP DAMAGE AND POSSIBLY CAUSE SEALER LEAKAGE!!  

 

Always clean your system with clean water after use by pumping water through the 

entire system before the sealer has a chance to dry. 

 


