Safety Data Sheet
SDS Date: 5-11-2016 Date Superseded: 6-17-2015

Section 1: Product and Company ldentification

Product Name: Lastek 34-N

Manufacturer's Name: Maintenance, Inc.

Address: 1051 W Liberty St, Wooster, Ohic 44691

Phone: 1-800-852-6701 or 330/264-6262 (Maintenance, Inc.)
Chemical Emergency only: 800-424-9300

Formula: L34N-1

Product Use: Pavement Crack Sealer

Section 2: Hazards ldentification

Hazard Pictogram:

B ®®

[_Aggearance: Black Physical State: Paste Qdor: Petroleum

Signal Word: DANGER
Hazard Statement:

Causes skin/eye irritation Category 4
Harmful if inhaled Category 4
May be fatal if ingested and enters airway Category 1
Combustible Category 2

Potential Health Effects:

This preduct may cause respiratory, eye and skin irritation.
Wear appropriate personal protective equipment.

Only use in well ventilated areas.

Use mechanical ventilation to control vapors in confined areas.
Avoid direct contact and breathing vapors.

No other known hazards otherwise classified.
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Section 3: Composition/Information on Ingredients

Ingredients CAS Number % By
Weight

Mineral Spirits 64742-48-9 [-10
Petroleum Asphalt 8052-42-4 20-50
Limestone 1317-65-3 10-20
Vansil 21738-42-1 10-20
Ethylene Glycol 71767-64-1 1-10
Hi-Sil 99439-28-8 1-10
Cellulose Pulp 65996-61-4 1-10
Neoprene 184963-09-3 10-20
Petroleum Solvent 64742-95-6 10-30

Section 4: First Aid Measures

Eyes: If these materials get into the eyes: remove contact lenses, flush the person's eyes with large announts of water
for at least fifteen (15) minutes. Be certain to lift the upper and lower lids to ensure that all of the material is flushed
out of the eyes. Contact a physician.

Skin: Immediately remove any contaminated clothing and wash the affected areas of the skin with soap and water.
Launder contaminated items of clothing before wearing. [f skin irritation or redness persists or develops after
exposure, contact a physician.

Inhalation: Move the individual to fresh air away from the fumes. If he/she is having difficulty breathing or is not fully
conscious, administer oxygen or artificial respiration as needed and obtain immediate medical attention.

Swallowing: po NOT induce vomiting. Rinse mouth but do NOT give liquids to drink. If vomiting accurs, keep head
below hips to prevent aspiration into lungs. Obtain immediate medical attention.

Section 5: Fire-Fighting Measures

Flammability: Combustible.

Flash Point: 105°F

Combustion Products: Carbon monoxide, Carbon dioxide and Sulfur dioxide

Extinguishing Method: Foam, C02 or dry chemical extinguishers. Fire Fighting Instructions: A self-contained breathing
apparatus with a full-face piece operating in a positive pressure mode may be required. Avoid using a water stream
to prevent frothing. Water or foam may cause frothing which can be violent end may present 2 life-threatening
situation. Cool exposed containers to prevent steam pressure buildup and rupture.

Fire and Explosion Hazards: Containers may rupture due to steam pressure.
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Section 6: Accidental Spill or Leak Procedures

If applicable, follow applicable emergency response plan for your organization. Ventilate the area, Keep people away.
Stop and contain the spill. Minimize skin contact and avoid breathing vapors. Wear protective clothing, gloves and
eye/face protection. Keep product out of sewers or waterways by diking or impounding. Contain and pick up waste
materials. Put in a sealed approved container. See section 13 and dispose of in accordance with federal, state and local
regulations. Advise authorities if product has entered waterways or sewers.

Section 7: Handling and Storage

Wear impervious protective clothing, gloves and OSHA approved eye protection. use only with adequate ventilation.

Store in a well ventilated area away from heat and flame. Dispose of used containers according to local, state and
federal requirements. Securely replace lid on container when not in use.

Section 8: Exposure Controls/ Personal Protection

Engineering Controls: For outdoor use only. Provide sufficient ventilation (mechanical ventilation such as a general or
local exhaust system) to prevent vapors from accumulating and to maintain exposure levels below TLV(s) and maintain a
positive flow of fresh air.

Respiratory Protection: Respiratory protection should not be required when handling these products in the open air.
However, if these materials are being handled in a confined area, wear a respirator with 2 NIOSH-approved organic
vapor respiratory cartridge, or NIOSH-approved air supplied breathing equipment to prevent inhaling fumes. A
respirator is only required when working with this material in a confined or inadequately ventilated area.

Eve and Skin Protection: Wear a face shield or safety glasses, impervious gloves.
Hygiene Practices: Wash thoroughly after working with this material. Remove and launder contaminated clothing

before wearing.

Section 9: Physical and Chemical Properties

Chemical Formula: Not Applicable, complex mixture.

Appearance: Black viscous paste

Odor: Petroleum

PH: N/A

Flammability: Combustible

Melting Point: No data available.
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Density: No data available.

Solubility In Water: |¢ojyble in water.

VOC: Less than 100g/!

Note: These physical data are typical values based on material testing, but may vary from sample to sample. Typical
values should not be construed as a guaranteed analysis of any specific lot or as specifications for the product.

Section 10: Stability and Reactivity

Hazardous Polymerization: This material will not undergo hazardous polymerization.

Hazardous Decomposition: Hydrogen Sulfide, Carbon Monoxide, carbon Dioxide, Sulfur Dioxide and other compounds.
Chemical Stability: Stable

Incompatibility: Avoid contact with strong oxidizing agents.

Definition: Hazardous Decomposition: Hazardous decomposition products are formed when a material decomposes
(breaks down) because it is unstable, or reacts with common materials such as water or oxygen (in air). This
information should be considered when planning storage and handling procedures.

Section 11: Toxicological Information

PRIMARY ROUTES OF EXPOSURE: Eye or skin contact, ingestion, inhalation.
Eye Contact: ~ May cause eye irritation.
Skin Contact: May cause mechanical skin irritation.
ingestion: May cause nausea and/or vomiting.
Inhalation: May cause dizziness and/or headache,

Chranic Effects:

Eye Contact:  Irritation, eye damage
Ingestion: Could cause internal organ damage. Seek medical assistance.
Inhalation: Could cause damage to kidneys, lungs, liver.

Section 12: Ecological Information

No information is available.

Section 13: Disposal Considerations

The transportation, storage, treatment and disposal of this waste must be conducted in accordance with all applicable
federal, state and locai regulations. use fuel blending or recycling facility, if material is unused.
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Section 14: Transport Information

DOT Description:
Proper Shipping Name: Tars, Liquid
Hazard Class: 3, Flammable — not considered hazardous in container under 1 19
gallons. 49CFR173.150(F)
UN Number: UN19g9
Packing Group: PG llI
Section 15: Regulatory Information
TSCA INVENTORY: Complies
SARA HAZARD NOTIFICATION: None
CERCI-A REPORTABLE QUANTITY: Component % b Wei ht

None

Refer to Section 1 1 for OSHA/HPA Hazardous Chemical(s) and Section 13 for RCRA classification.

Section 16: Other information

This material has been defined as a hazardous chemical under the criteria of the OSHA Hazard Communication
Standard (29CFR 1910.1200).

NFPA Classification Rating HMIS Classification Hazard
Health Health 1 0 — Least

2 Fire 2 1 — Slight
Reactivity 0 Reactivity 0 2 — Moderate
Other: personal Prot ) 3 — High

4 — Extreme
*See Section 8 of this SDS for guidance in selection of personal protective equipment.

Keep from freezing. Keep out of reach of children. For professional and industrial use only. Always read label plus
precautions on back of <ales ticket and follow directions carefully. Do not take internally.

The information contained in the SDS is believed to be accurate as of the time that this document was prepared. All
chernicals may present unknown health hazards and should be used with caution. Although certain hazards are
described herein, we cannot guarantee that these are the only hazards that exist. Final determination of suitability of
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the chemical(s) is the sole responsibility of the user. Users of any chemical should satisfy themselves that the conditions
end methods of use assure that the chemical is used safely.

THE INFORMATION AND RECOMMENDATIONS PROVIDED HEREIN ARE BELIEVED TO BE ACCURATE AS
OF

THE DATE HEREOF. HOWEVER, SUCH INFORMATION AND RECOMMENDATIONS ARE PRQOVIDED

WITHOUT WARRARNTY OF ANY KIND AND MAINTENANCE INC. DISCLAIMS ANY AND ALL LIABLILITY
OR LEGAL RESPONSIBILITY FOR USE OR RELIANCE UPON SAME.
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